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NOTICE

Thank you for your inquiry regarding the City of Portage project listed below:

PineView Water Tower Exterior Recoat
If your firm plans to bid on this project, please send an 

e-mail response to purchasing@portagemi.gov with the following information:

Firm Name:








Project Name:








Firm’s Contact Person:






Telephone Number:





Fax Number:







E-Mail Address:







Postal Address:







The City of Portage Purchasing Department will use this information to communicate with you in the event an addendum or change to this project is issued.  If you do not send this information to the City of Portage, you will not receive any follow-up notification of any changes to the project.







Date of Issue: January 31, 2012

NOTICE TO BIDDERS

The City of Portage will open sealed bids on March 1, 2012 at 3:00 p.m. prevailing local time in the City Hall Conference Room #1 at 7900 South Westnedge Avenue for:

PINEVIEW WATER TOWER EXTERIOR RECOATING
You are invited to submit a bid for this project.  Sealed bids may be mailed or delivered to the City of Portage, Purchasing Department, 7900 South Westnedge Avenue, Portage, MI  49002.  Envelopes should be plainly marked:

SEALED BID:
PineView Water Tower Exterior Recoating

FOR OPENING:        March 1, 2012_______________________
    

General specifications, description and conditions upon which the bid proposal is to be based are available at http://www.portagemi.gov/Departments/Purchasing/BidOpportunities.aspx.  The bid document will also be mailed upon request.

The City reserves the right to reject any or all bids, to waive any irregularities, and further reserves the right to accept any bid or parts of bids which it deems to best serve the interest of the City.

There will be a non-mandatory pre-bid meeting at 10:00 a.m. on Thursday, February 16, 2012 in Conference Room #1 at Portage City Hall, 7900 South Westnedge Avenue, Portage, Michigan.

If you have any questions regarding purchasing procedures, please phone the Purchasing Department at (269) 324-9284.  If you have any questions regarding the specifications, please contact Robert Kimmer, Utility Contract Administrator at (269) 329-4448.
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1. INSTRUCTIONS TO BIDDERS

1.1. FORM -- Each Bid shall be made on a form prepared therefore by the Purchasing Agent and included as one of the Contract Documents, and except for bids submitted via facsimile equipment, shall be submitted in a sealed envelope bearing the title of work and the name of the bidder, and shall be signed by an individual authorized to execute the proposal on behalf of the bidder.


1.2. EXAMINATION OF BID DOCUMENTS AND VISIT TO SITE -- Before submitting a Proposal, Bidders shall carefully examine the Specifications, and other Contract Documents, shall visit the site of work, and shall fully inform themselves as to all existing conditions and limitations and shall indicate on the Proposal the sum to cover the cost of all items included on the proposal form.


1.3. DELIVERY OF PROPOSALS -- Proposals shall be delivered by the time and to the place stipulated in the Advertisement.  It is the sole responsibility of the Bidder to see that his Proposal is received in proper time.  Any bids received after the bid opening date and time shall be returned to the Bidder unopened.


1.4. WITHDRAWAL -- Any Bidder may withdraw his Proposal, either personally, by facsimile, or by written request, at any time prior to the scheduled closing time for receipt of Proposals.


1.5. OPENING -- Bids will be opened and publicly read aloud at the time and place set forth in the Notice to Bidders.


1.6. INTERPRETATION OF DOCUMENTS -- If any person contemplating submitting a Proposal is in doubt as to the true meaning of any part of any drawing or specification, he may submit to the Purchasing Agent a written request for an interpretation or correction thereof.  The person submitting the request will be responsible for its prompt delivery.  Any interpretation or correction of the documents will be made only by Addendum duly issued and a copy of the Addendum will be mailed or delivered to each person on record as receiving as set of the Contract Document.  Neither the City nor the Purchasing Agent will be responsible for any other explanations or interpretations of the Contract Documents.


1.7. ADDENDA -- Any addenda issued during the time of bidding, or forming a part of the Contract Documents provided to the Bidder for the preparation of his Proposal, shall be covered in the Proposal and shall be made a part of the Contract.  Receipt of each Addendum shall be acknowledged in the Proposal.


1.8. BIDDERS INTERESTED IN MORE THAN ONE PROPOSAL -- No person, firm or corporation shall be allowed to make, file or to be interested in more than one Proposal for the same work, unless alternate Proposals are called for.  A person, firm, or corporation who has submitted a sub-proposal to a Bidder is not hereby disqualified from submitting a sub-proposal or quoting prices to other Bidders.


1.9. NONDISCRIMINATION  The Contractor agrees to comply with the Federal Civil Rights Act of 1964 as amended; the Federal Civil Rights Act of 1991 as amended; the Americans With Disabilities Act of 1990 as amended; the Elliott-Larsen Civil Rights Act, Article 2, Act no. 453, Public Act of 1976 as amended; the Michigan Handicapper’s Civil Rights Act, Article 2, Act. No. 220; Public Act of 1976, as amended and all other applicable Federal, State and Local laws and regulations.  Specifically, contractors and subcontractors are required not to discriminate against any employee or applicant for employment with respect to such person’s hire, tenure, terms, conditions, or privileges of employment, or any matter directly or indirectly related to employment because of such person’s height, weight, race, color, religion, national origin, ancestry, age, marital status, sex or disability, as defined by law.  Breach of this covenant may be regarded as a material breach of the contract.

The City of Portage in accordance with Title VI of the Civil Rights Act of 1964, 78 Stat. 252, 42 USC 2000d to 2000d-4 and Title 49, Code of Federal Regulations, Department of Federally-assisted programs of the Department of Transportation issued pursuant to such Act, hereby notifies all bidders that it will affirmatively ensure that in any contract entered into pursuant to this advertisement, minority business enterprises will be afforded full opportunity to submit bids in response to this invitation and will not be discriminated against on the grounds of gender, disability, race, color or national origin in consideration for an award.


1.10. PROPOSAL GUARANTEE -- Each proposal shall be accompanied by a certified check or bid bond acceptable to the City in an amount equal to at least five percent (5%) of the proposal, payable without condition to the City as a guaranty that the bidder, if awarded the Contract, will promptly execute the Agreement in accordance with the proposal and the other contract documents, and will furnish good and sufficient bond for the faithful performance of the same, and for the payment to all persons supplying labor and material for the work.  Bids that do not include a certified check or bid bond will be considered non-responsive and will be rejected.  Company or personal checks will not be accepted as substitute for a certified check or bid bond.  Bids offering personal or company checks in lieu of a certified check or bid bond will be considered non-responsive and will be rejected.  The Proposal Guarantees of all Bidders, except the three lowest, will be returned promptly after the canvass of Proposals.


1.11. PERFORMANCE, MAINTENANCE AND LABOR & MATERIAL BONDS -- The successful Bidder, simultaneously with the execution of the contract, will be required to furnish a faithful Performance Bond in an amount equal to one hundred percent (100%) of the Contract Amount, a Maintenance and Guarantee Bond equal to twenty-five percent (25%) of the Contract Amount which shall be effective for two years beyond the date of final payment, and a Labor and Material Payment Bond equal to one hundred percent (100%) of the Contract Amount; said bonds shall be secured from an insurance company satisfactory to the City.  Typical Bond forms are included in the Contract Documents.


1.12. DURATION OF PROPOSAL -- Each proposal shall be considered binding and in effect for a period of ninety (90) days after the date of opening set forth in the advertisement.


1.13. BIDS SUBMITTED VIA FACSIMILE EQUIPMENT -- Bids may be submitted via facsimile equipment to 269-329-4535 in the following manner.

1.13.1. Transmittal page must be plainly marked:

“Sealed Bid________________ for opening_______________.”
                       Bid Name                                         Date

1.13.2. When bids are submitted via facsimile equipment, both the original document and the facsimile printout are counterpart originals.

1.13.3. Whenever a proposal guaranty/bond is required, bids submitted via facsimile equipment can comply with this provision by submitting a facsimile copy of the bond document.  When a cashier’s check is elected to meet the proposal guaranty/bond requirement, the cashier’s check must be physically in the possession of the City by the date and time outlined on the Notice to Bidders, or such bid may be considered non-responsive.

1.13.4. In electing to use the facsimile option, the bidder assumes full
responsibility for any and all errors, omissions, or mistakes that result in a bid not being submitted in a timely manner, whether or not the mistake was the fault of the bidder.

1.14. CITY OF PORTAGE CONTRACT CONDITIONS AND SPECIFICATIONS 

All bids submitted shall be in full compliance with the Contract Conditions and Specifications of the City of Portage.  The Contract Conditions and Specifications can be obtained form the Purchasing Department.  The first set will be provided to the Firm at no cost and subsequent sets or copies must be purchased for $25.00. 

1.15. INSURANCE REQUIREMENTS 

Prior to commencement of the Work, the Contractor shall purchase and maintain during the entire term of the project such insurance as will protect the Contractor, the City, and the Engineer(s) from claims arising out of the Work described in this contract and performed by the Contractor, Subcontractor(s), or Sub-subcontractor(s).  The certificate of insurance must contain the following statement:  The City of Portage, its agents, elected officials, and employees, is included as an additionally insured party.  This insurance must consist of:


1.15.1. Workers Compensation

Workers Compensation insurance, including Employer’s Liability to cover employee injuries or disease compensable under the Workers Compensation statues of the states in which work is conducted under this contract.

1.15.2. Comprehensive General Liability

A Comprehensive General Liability policy to cover bodily injury to persons other than employees and for damage to tangible property, including loss of use thereof, including the following exposures.

A)
All premises and operations.

B)
Explosion, collapse and underground damage.

C)
Protective coverage for Independent Contractors or Subcontractors
employed by the Contractor.

D)
Contractual Liability for the obligation assumed in the Indemnification or Hold Harmless agreement found in the contract.

E)
Personal Injury Liability endorsement with no exclusions pertaining to employment.

F)
Products and Completed Operations coverage.  This coverage shall extend through the contract guarantee period.

1.15.3. Comprehensive Automobile Liability

A Comprehensive Automobile Liability policy to cover bodily injury and property damage arising out of the ownership, maintenance or use of any motor vehicle, including owned, non-owned, and hired vehicles.  In the light of standard policy provisions concerning (a) loading and unloading and (b) definitions pertaining to motor vehicles licensed for road use vs. unlicensed or self-propelled construction equipment, it is strongly recommended that the Comprehensive General Liability and the Comprehensive Auto Liability be written by the same insurance carrier, though not necessarily in one policy.

1.15.4. Umbrella or Excess Liability

The City, or representatives of the City, may for certain projects, require limits higher than those stated as follows.  The Contractor is granted the option of arranging coverage under a single policy for the full limit required or by a combination of underlying policies with the balance provided by an Excess or Umbrella Liability policy equal to the total limit(s) requested.  Umbrella or Excess policy wording shall be at least as broad as the primary or underlying policy and shall apply to both the general liability, and to the automobile liability insurance of the Contractor.

1.15.5. Limits of Liability

The required limits of liability for insurance coverage shall not be less than the following:

A.
Workers Compensation


Statutory

B.
Comprehensive General Liability

$1,000,000

Combined Single Limit (including sub-contractors)


C.
Comprehensive Automobile Liability

$1,000,000

Combined Single Limit (Injury and Property Damage)


D.
Umbrella or Excess Liability


$4,000,000

1.15.6. Notice of Cancellation or Intent not to Renew

Policies will be endorsed to provide that prior written notice shall be given to the City and to the Engineer of cancellation or of intent not to renew.

1.15.7. Evidence of Coverage

The Insurance Certificates referenced in Paragraph 1 above must be submitted within ten (10) working days of notification of award and prior to the execution of any Work under this contract.

It shall be the responsibility of the Contractor to provide similar insurance for each Subcontractor, or to provide evidence that each Subcontractor carries insurance in like amounts, prior to the time such Subcontractor proceeds to perform under the contract.


1.16. Retainage Requirement

In accordance with the State of Michigan Public Act 524 of 1980, retainage will be withheld for any construction contract in excess of $30,000.  Ten percent (10%) retainage will be withheld from the first fifty percent (50%) of the contracted amount.

1.17. Basis of Award

This is a lump sum bid.  Award will be made to a responsive and responsible bidder whose lowest Grand Total bid is determined to be in the best interest of the City.
1.18 Schedule and Compensation for Additional Cost Due to Delayed Completion

The Contractor shall abide by the following schedule:

· Commence work on or after April 23, 2012.  

· Substantial Completion by June 15, 2012, including cure and disinfection time.

· The tank may be out-of-service a maximum of forty (40) days.

1.19 Delay in Completion
Costs of $750.00 per calendar day shall be assessed for each day work is not completed beyond (40) day Substantial Completion date.  
Ready for Final Payment Date shall be thirty (30) days after date Substantial Completion.  Costs of $250/day incurred due to delayed completion after Ready for Final Payment Date shall apply.  
Costs due to delayed substantial completion and final payment date are cumulative and will overlap.

1.20 Whenever the total contract amount is $500,000 or more, contractor shall submit a detailed Microsoft Project® schedule for review and approval the Engineer.  In addition, the Contractor shall submit updates on a bi-weekly basis.  The Engineer may choose to waive this requirement on contract with a value of less than $500,000.
1.21 Indemnification

To the fullest extent permitted by Laws and Regulations, the Contractor shall indemnify and hold harmless the City and its officers, directors, employees, agents and consultants from and against all claims, costs, losses and damages (including but not limited to all fees and charges of engineers, architects, attorneys and other professionals and all court or arbitration or other dispute resolution costs) caused by, arising out of or resulting from the performance of the Work or from the failure to comply with any covenant or term of the contract, provided that any such claim, cost, loss or damage:  (i) is attributable to bodily injury, sickness, disease or death, or to injury to or destruction of tangible property (other than the work itself), including the loss of use resulting therefrom or (ii) is caused in whole or in part by any act or omission of the Contractor, any Subcontractor, any Supplier, any person or organization directly or indirectly employed by any of them to perform or furnish any of the Work or anyone for whose acts any of them may be liable, regardless of whether or not caused in part by any act or omission of a person or entity indemnified hereunder or whether liability is imposed upon such indemnified party by Laws and Regulations regardless of the negligence of any such person or entity.

In any and all claims against the City or any consultants, agents, officers, directors or employees of the City by any employee (or the survivor or personal representative of such employee) of the Contractor, any Subcontractor, any Supplier, any person or organization directly or indirectly employed by any of them to perform or furnish any of the Work, or anyone for whose acts any of them may be liable, the indemnification obligation above shall not be limited in any way by any limitation on the amount or type of damages, compensation or benefits payable by or for the Contractor or any such Subcontractor, Supplier or other person or organization under workers’ compensation Acts, disability benefit Acts or other employee benefit Acts.

Insurance coverage required by the contractor constitutes the minimum requirements and those requirements shall in no way lessen or limit the liability of the contractor under the terms of the contract.  The contractor shall procure and maintain at contractor’s own cost and expense any additional claims or amounts of insurance that, in the judgment of the City, may be necessary for contractor’s proper protection in the prosecution of the work.

1.22 Qualifications of Bidders
To demonstrate qualifications to perform the work, each bidder must be prepared to submit within five days of Owner’s request written evidence, such as financial data, previous experience; present commitments and other such data as may be called for in the general conditions.  Said qualifications may be judged by (the city) upon the basis of the proposed bidder’s past performance on work of similar nature, his financial resources and his construction equipment and facilities which he proposes to use on the work advertised for construction as disclosed by such sworn statement and any other available information and a determination made whether or not the proposed bidder is a suitable person to bid on the work.

1.23 Background and Reference Checks:  

A.
Background Checks:  The Contractor agrees to screen all persons who will perform work or serving under a contract with the City by utilizing the Michigan Department of Corrections’ searchable data base, Offender Tracking Information System (OTIS).  Contractor has a continuing obligation to assure that a person does not become ineligible to perform work after the date of the search.


B.
Felonies:  The Contractor shall not permit persons who have the following types of felonies to perform work or services pursuant to the contract with the City:

· Physically violet crimes

· Criminal Sexual Conduct

· Weapon charges

· Sale or manufacturing of drugs or explosives; or

· Arson


C.
Reference Checks:  The Contractor will obtain references from previous employers for recommended temporary employees.


D.
Replacement Workers:  If at any time the Contractor submits different employees for work at the City, the Contractor shall provide the same background, motor vehicle record, and reference checks for said employee for consideration by the City.


E.
Subcontractors:  All subcontractors have complied with the above requirements.  Contractor agrees to apply all requirements herein to all persons working for subcontractors, as well.  Contractor shall be responsible to obtain all information concerning the employees of all subcontractors

CITY OF PORTAGE

PROPOSAL FORM

The undersigned has examined the specifications and sites of the work and is fully informed of the nature of the work and understands that the quantities shown are approximate and are subject to increase or decrease.


The undersigned hereby proposes to furnish all labor, construction equipment, materials and supplies; and to do all the work in strict accordance with the plans and specifications applying to the work specified for which prices are submitted.


The undersigned hereby acknowledges the fact that the City of Portage will award the project to the successful bidder conditional upon the availability of funds.


The City of Portage reserves the right to accept or reject any or all bids in the best interest of the City.  Each division may be awarded separately or jointly as may be determined to be in the best interest of the City.  The Contractor’s qualifications to complete the work in a timely and satisfactory manner will be considered in making the award.


The undersigned affirms that in making such Proposal neither he nor any company that he may represent, nor anyone in behalf of him or company, directly or indirectly, has entered into any combination, collusion, undertaking or agreement with any other bidder or bidders to maintain the prices of said work, and further affirms that such proposal is made without regard or reference to any other bidder or Proposal and without any agreement or understanding or combination, either directly or indirectly, with any other person or persons with reference to such bidding in any way or manner whatsoever.


The undersigned hereby agrees that if the foregoing proposal shall be accepted by the City, he will within ten (10) consecutive calendar days after receiving notice of the acceptance of such proposal, enter into contract in the appropriate form to furnish the labor, materials and equipment necessary for the full and complete execution of the work, at and for the price named in his proposal; and, he will furnish the labor, materials and equipment necessary for the full and complete execution of the work, at and for the price named in his proposal; and, he will furnish the labor, materials and equipment necessary for the full and compete execution of the work, at and for the price named in his proposal.


The undersigned affirms that he has examined the surface and subsurface conditions where the work is to be performed, the legal requirements and conditions affecting cost, progress or performance of the work and has made such independent investigations as the contract deems necessary.


The undersigned attaches hereto a bidder’s bond in the sum of ____________________

__________________________________________Dollars ($_______________) as required in the Instructions to Bidders, and the undersigned agrees that, in case he shall fail to fulfill his obligations under the foregoing Proposal and agreement, the City may, at its option, determine that the undersigned has abandoned his rights and interests in such Proposal and that the certified check or bidder’s bond accompanying his proposal has been forfeited to the City; but otherwise, the Certified check or bidder’s bond shall be returned to the undersigned upon the rejection of his Proposal.

Disclosure:  Asphalt, concrete or other material(s) requiring removal from the job site will be disposed of at:  















(address of disposal site*)

Name & Address of 










Disposal Site Owner











*Attach separate Sheet(s) for multiple disposal sites.

BASE BID SECTION

1. Exterior Recoat 


___________________________________________

$________________



Written Amount




Amount in figures

BIDDER FIRM:____________________________

BY:______________________________________

                                                                                                 Signature

DATE:____________________________    

                                                                        BY:______________________________________

                                                                                                  Print or Type

                                                                       POSITION:________________________________

                                                                       ADDRESS:________________________________

                                                                                          ________________________________

                                                                      PHONE:___________________FAX:___________ 

SECTION 00 00 40

PROJECT SUMMARY

PART 1 – GENERAL

Nothing stated in this Project Summary shall influence or override any of the conditions in the Instruction to Bidders, General Conditions, or Technical Specifications.  It is included as a service to Bidders for explanation only.
1.01 SCOPE of WORK

The work includes:  Exterior repainting of a 1,500,000 gallon composite elevated tank.

Exterior:  High pressure water clean (5,000-10,000 psi), spot power tool clean to SSPC-SP11, and apply a three (3) coat epoxy urethane system.
1.02 
HOLD POINTS

A. Stop work and schedule inspections for the following hold points

as a minimum.

B. Schedule of Hold Points – Preliminary:
1. Preconstruction Meeting:  Until five (5) days after all required submittals are received and reviewed by the engineer and no exceptions are taken to the shop drawings.

2. Prior to draining tank:

a. To ensure all Sections of 01 50 00 and 01 53 43 environmental requirements are met.

b. To ensure all equipment is on-site and in working order.
C. Scheduling of Hold Points – Sections 09 97 13 – Steel Coating and 09 97 13.10 Steel Coating Surface Preparation:

1. Section 09 97 13 – Exterior:

a. Prior to surface preparation to set the standard.

b. Prior to primer application to verify cleanliness, profile, thoroughness, and ambient conditions for coating application.

c. Prior to application of each successive coat for quality assurance and ambient conditions for the next coat.

d. Prior to final coat to verify all non-conformance issues have been resolved.

e. Scheduled pre-final inspection:  Allow engineer access to all locations so a complete punch list can be prepared.  Final coat on ladders or other access points can be delayed until after this inspection and included as a punch list item.

f. Scheduled final inspection:  After ALL punch list items have been completed, provide access to all items on the punch list.

2. Additional hold points scheduled at the preconstruction meeting or defined elsewhere in the specifications.

D. Failure to Schedule:

1. If the contractor fails to schedule hold point inspections, all work not inspected will be considered in non-conformance.

E. Non-Conformance Work:

1. Before applying a cover coat, remove failed work.  Correct all non-conformance work and request an additional inspection before painting.

2. Insure that all work meets contract specifications and does not fail the initial inspection.  Contractor shall reimburse the owner for all additional engineering expenses resulting from extra inspection visits from failure to cancel inspections, delays from inspections scheduled before work completion, or additional time necessary to inspect failed work or work performed in non-compliance with the specifications, which causes an increase in the contract price between the engineer and owner.

1.03 MISCELLANEOUS
A. Coordinate with antenna companies any work to be done.
B. Contractor to protect all sensitive equipment during all water cleaning, and painting.
SECTION 00 91 17

REVISIONS to GENERAL CONDITIONS

PART 1 – GENERAL

1.01    PURPOSE

A. These Modifications to the General Conditions were prepared by Dixon Engineering, Inc.  The General Conditions were prepared by the owner.  These Modifications are intended to supplement the General Conditions to clarify items more applicable to painting projects.

1.02 CONFLICTS between OWNER’S GENERAL CONDITIONS and these 
MODIFICATIONS

A. If the conflict is administrative in nature, then the owner’s General or Supplemental Conditions govern.

1. Examples would be liquidated damages, change orders, payment termination, etc.

B. If the conflict is of a technical nature, then these Modifications govern.

1. Examples are 1.05A Discrepancies (in technical specifications and drawings), scheduling, hold points, non-conformance reports.

C. An issue determined to be in conflict in a specific item does not void other non-conflicting items in the same item number.

D. Bidders are cautioned to familiarize themselves with all the General and Supplemental Conditions of the contract, as well as these Modifications.

1.03 DEFINITIONS

A. Contractor:  Successful bidder awarded project.

B. Owner:  City of Portage

C. Engineer:  Dixon Engineering, Inc.

D. Wet Interior:  Internal surfaces, excluding inaccessible areas, to the tank roof, shell, bottom, accessories, and appurtenances that are exposed to the stored water or its vapor.  Examples are the interior of the roof shell, bottom, and exterior of the access tube within the tank.

E. Dry Interior:  Surfaces of the finished structure, excluding inaccessible areas that are not exposed to the elemental atmosphere or the stored water or its vapor.  Examples are the interior of the access tube, interior of the pedestal, and underside of a suspended bottom within the pedestal.  
F. Exterior:  External surfaces, excluding inaccessible areas, of the tank roof, shell, pedestal, accessories, and appurtenances that are exposed to the elemental atmosphere.
G. Inaccessible Areas:  Areas of the finished structure that, by virtue of the configuration of the completed structure, cannot be accessed to perform surface preparation or coating application (with or without the use of scaffolding, rigging, or staging).  Inaccessible areas include such areas as the contact surfaces of roof plate lap joints, underside of roof plates where they cross supporting members, top surface of rafters directly supporting roof plates, contact surfaces of bolted connections, underside of column baseplates, contact surfaces of mating parts not intended to be removed or disassembled during routine operation or maintenance of the tank, underside of the tank bottom for ground supported flat bottom tanks, and inside of risers less than a nominal 36 in. diameter.
H. Sidewall:  Vertical walls of tank up to bottom round seam of roof curvature.
I. Access Tube:  Cylindrical tube extending from top of the riser to the roof through the tank.
J. Top Landing:  Platform area directly under tank’s access tube.
K. Mid-Landing(s):  Partial or full landings between top platform and condensate (bottom) platform.  
L. Roof:  Very top of tank, including top seam of sidewall.

M. Bowl:  Area on bottom of the tank proper shaped like a bowl or cone.  It extends from the stem out to the sidewall.
N. Stem:  Center pipe whether wet or dry.
O. Upper Stiffener Angle:  Structural angle piece located at top of the tank’s sidewall, just before transition to the roof.
1.04 “OR EQUAL” CLAUSE

A. Whenever an article, material, or item of equipment is described by a performance specification, written as a proprietary product, or uses the name of a manufacturer or vender, the term “or equal” if not inserted, shall be implied.  The specific article, material, or item of equipment mentioned shall be understood as indicating the minimum requirements for fulfilling contract obligations in regard to type, function, standard of design and efficiency.  See Section 09 97 13, Part 2, Substitution of Coatings, which shall govern over this clause where conflicting relative to coatings, grouts, and fillers only.  Other exceptions are when the specifications state that only the proprietary item will be permitted.

1.05 DISCREPANCIES

A. In all cases of discrepancies between the drawings and specifications, the engineer shall be notified.  The specifications shall govern over the drawings.  If work proceeds without obtaining proper interpretations of the conflicting drawings and specifications from the architect/engineer, the installed work that is not in accordance with the design and best practices must be replaced at no additional cost.

1.06 OMISSIONS/HIDDEN CONDITIONS

A. The specifications are intended to include all work and materials necessary for completion of the work.  Any incidental item of material, labor, or detail required for the proper execution and completion of the work and omitted from either the drawings or specifications or both, but obviously required by governing codes, local regulations, trade practices, operational functions, and good workership, shall be provided as a part of the contract work without extra chare, even though not specifically detailed or mentioned.

1.07 PROTECTION of PROPERTY

A. The contractor is responsible for the protection of property during the period of construction and shall exercise care to prevent damage to structures, utility services, storm and sanitary drainage systems, lawns, trees, plant material, fences, walks, drives, roadways, and other improvements in and adjacent to the area of work under the contract.  Any damage to property resulting from the contractor’s operations shall be repaired or replaced by the contractor without additional cost.

1.08 BURIED UTILITIES

A. Locations of all buried utility service lines in or adjacent to the work area that are not shown on the drawings will be located by the contractor through the local utility locating agency and marked with warning stakes.  The contractor shall be responsible for the protection of all utility service lines that are to remain.  Damage to any such utility service lines resulting from the contractor’s operations shall be repaired or replaced by the contractor without additional cost.
B. Contractor shall notify each utility before digging for anchors or for any reason.  Before starting, call in advance as required by the individual agencies:
Michigan:  Miss Dig 800-482-7171

1.09 CHANGE ORDERS

A. A Change Order is a written order to the contractor signed by the owner, issued after execution of the contract, authorizing a change in the work or an adjustment in the contract sum or the contract time.  The cost or credit to the owner resulting from a change in the work shall be determined in one or more of the following ways:

1. By mutual acceptance of a lump sum;

2. By unit prices stated in the Contract Documents or subsequently agreed upon;

3. By actual itemized cost and fixed fees as set forth in 2 above.  Cost shall be limited to the following:  cost of materials, cost of labor, and cost of overhead.

B. A Bulletin will be issued in most cases before a Change Order.  A Bulletin will request prices and other information from the contractor.  Prices requested in a Bulletin are subject to negotiation with the owner.

1.010 FIELD MODIFICATIONS

A. A field modification is written by the engineer to the contractor for purposes of clarification of the specifications or plans.  A field modification is limited to items that do not change the scope of the project.

B. Field modifications do not affect either the project cost or completion date.

C. Field modifications become part of the Contract Documents and become binding upon the contractor if he fails to object within three (3) working days after receiving the modification.  A field modification may be used as the basis of a project cost change or contract extension if all parties agree on the field modification form to a potential future claim of either party or that the field modification will be complied with, but under protest.

1.011 SCHEDULING

A. There is to be an on-site inspector during all work completed by the contractor.

B. Notify the owner of expected arrival a minimum of two (2) weeks, (14) days in advance.

C. Direct all requests for inspection to the owner for notification of the inspector.  Forty-eight (48) hours notice of all inspection requests is required.

D. A written schedule (strictly followed) will substitute for the forty-eight (48) hours inspection notice.  However, twelve (12) hours notice is still required if rain or weather interferes with the schedule.

E. If the inspection visit is cancelled, notify the owner to notify the inspector to eliminate unnecessary travel time and expense.  Twelve (12) hours notice is required.

F. Be at the job site at the scheduled time of inspection if cancellation of the inspection visit is not possible.

G. The engineer and owner will establish an inspection schedule with the contractor at the start of work.

1.012 SCHEDULING of HOLD POINTS/ACCESS to WORK

A. Stop work and schedule inspections for the following hold points as a minimum.
B. Schedule of Hold Points – Preliminary:
1.
Preconstruction Meeting:  Until five (5) days after all required submittals are received and reviewed by the engineer and no exceptions are taken to the shop drawings.

2.
Prior to draining tank:
a.
To ensure all Sections of 01 50 00 and 01 53 43 environmental requirements are met.

b.
To ensure all equipment is on-site and in working order.
C. Scheduling of Hold Points – Sections 09 97 13 – Steel Coating and 09 97 13.10 Steel Coating Surface Preparation:

1.
Section 09 97 13 – Exterior:

a.
Prior to surface preparation to set the standard.

b.
Prior to primer application to verify cleanliness, profile, thoroughness, and ambient conditions for coating application.

c.
Prior to application of each successive coat for quality assurance and ambient conditions for the next coat.

d.
Prior to final coat to verify all non-conformance issues have been resolved.

e.
Scheduled pre-final inspection:  Allow engineer access to all locations so a complete punch list can be prepared.  Final coat on ladders or other access points can be delayed until after this inspection and included as a punch list item.

f.
Scheduled final inspection:  After ALL punch list items have been completed, provide access to all items on the punch list.

D. Additional hold points scheduled at the preconstruction meeting or defined elsewhere in the specifications.

E. If contractor fails to schedule hold point inspections, all work not inspected will be considered in non-conformance.

F. Before applying a cover coat, remove failed work.  Correct all non-conformance work and request an additional inspection before painting.

G. Ensure that all work meets contract specifications and does not fail the initial inspection.  All extra inspection visits from failure to cancel inspections, delays from inspection visits from failure to cancel inspections, delays from inspections scheduled before work completion, or additional time necessary to inspect failed work or work performed in non-compliance with the specifications, which causes an increase in the contract price between the engineer and the owner will be considered a contractor expense separate from and in addition to the daily liquidated damage assessment, where applicable, and shall be recovered from the contract price.

H. Each hold point requires an inspection.  If the contractor coats over or otherwise makes work inaccessible for inspection, the work will be considered failed.  Remove work and repaint in accordance with this specification.  At least two (2) new hold points, surface preparation and coating inspections, are created when work fails.  All work not inspected will be considered failed painting and not subject to the usual rules of “uncovered work” because work is destroyed during “uncovering” process.

I. Provide owner, engineer, their consultants, and other representatives and personnel of owner, independent testing laboratories, and governmental agencies with jurisdictional interests access to the site and the work at reasonable times for their observation, inspecting, and testing.  Provide them proper and safe conditions for such access, including rigging, and advise them of contractor’s site safety procedures and programs so that they may comply therewith as applicable.

1.13     NON-CONFORMANCE REPORTS

A. The engineer will issue a non-conformance report for every performance item, material, or equipment supplied, and/or environmental situation that fails to meet requirements of the specifications.

B. Correct all work in non-conformance before proceeding.

C. Do not start work until all required equipment is on-site.

D. Immediately correct all environmental non-conformance to prevent an accident.  If an incident has already occurred, contact the proper governmental environmental agency and conduct an immediate clean-up per their direction.

E. If issued non-conformance reports are not corrected, the failure will be considered a breach of contract by the contractor entitling the owner to damages as follows:

1. Work in non-conformance:  If the contractor refuses to correct, the bonding company will be notified to finish the project.  At that point, payment to the contractor for all completed work will stop until the bonding company authorizes payment, or payment may be made to the bonding company after they have proven assumption of the contract.  This clause does not give either party rights to a greater payment than detailed elsewhere in these documents.

2. Equipment specified but never supplied, or broken equipment not repaired or replaced:

· 125% of the rental value of equipment in non-conformance (i.e. non-working decontamination trailer, hand wash facilities, are filtration units, etc.).

3. Environmental issues:  125%* of the estimated cost of compliance.  

*The costs of items 1 and 2 above are damage estimates.  The cost of equipment will be the rental charge from a reputable local dealer with 25% extra being for operation cost.  Cost of environmental compliance is the estimated cost of compliance.  The extra 25% is potential risk to the owner for non-conformance.  In no situation will the owner assume liability.

1.14     FIELD OPERATIONS and DEADLINES

A. Provide equipment of sufficient size and power to expedite the project so that all deadlines are met.  Personnel and crew size also shall be sufficient to meet required deadlines.

B. If, in the opinion of the engineer, there is insufficient equipment or personnel to complete the project, the engineer will notify the contractor and owner, and a project meeting will be held within twenty-four (24) hours for the purpose of contract termination, unless a reasonable cause is given to the contrary.

1.15     TERMINATION for BREACH

A. The owner may terminate the contract when the approved progress schedule is not met because of failure of the contractor to exercise diligence and effectively perform all required work, or when the progress of the work is unacceptable to the owner.
B. In the absence of a project progress schedule, the determination regarding the contractor’s diligence will be based on the engineer’s opinion, correspondence, and field reports.
C. The owner may terminate the contract when in the opinion of the engineer the non-conforming report(s) indicate the contractor is unable or unwilling to complete the contract within the terms of the contract.
1.16     CONSTRUCTION SITE MAINTENANCE

A. Provide labor and material necessary to maintain the site in a safe condition.

B. Keep the premises free from accumulation of waste materials, rubbish, and other debris resulting from the work.

C. At completion of the work, remove all waste materials, rubbish, and debris from about the premises, as well as all tools, construction equipment, machinery, and surplus materials.

D. At the contractor’s expense, repair damage that may have occurred to any permanent structure completed under the contract work, or to private or public property.

E. Leave the site clean and ready for use by the owner.  Restore to their original condition those portions of the site not designated for alteration by the Contract Documents.

F. Notify the owner of your intentions and the reasons why, if it is necessary to protect adjacent houses, cars, etc.  During clean-up these areas will be considered as part of the site and shall be cleaned accordingly.

G. Failure to continually maintain the site or to immediately clean the site after a complaint or project completion may result in the owner completing the work by hire or by the owner’s forces.  All cost would be responsibility of the contractor.

H. Restore site to preconstruction condition:

1. Refill holes and level area around the construction site for the site to the original grade.

2. Bring soil to a friable condition by disking, harrowing, or otherwise loosening and mixing to a depth of 3 in. – 4 in.  Thoroughly break all lumps and clods.

3. Rake area to be seeded.  Sow seed at a minimum rate of 220 lbs./acre.

1.17     SAFETY

A. Conform to the Occupational Safety and Health Standards of the United States Department of Labor and local safety agencies.  This shall be made a condition of each subcontract as entered into pursuant to this contract.
B. Removal of lead based paint and painting of structures are recognized as very dangerous work, and it is further recognized the painting industry has extensive safety training programs available.
C. Monitor and be responsible for all safety practices.  The owner will not assume any responsibility for safety.
1.18     WARRANTY

A. Approximately one (1) year from the date of completion, the tank will be inspected by the owner and/or his representative.

B. The inspection will be performed in accordance with the applicable portions of AWWA D-102-06 Standard for Painting Steel Water Storage Tanks and industry standards.

C. The owner will establish a date of inspection and shall notify the contractor ten (10) days in advance.  The contractor’s attendance will not be required.

D. Owner will select a third party inspection firm (either engineer or project representative) to document inspection.  Contractor shall be present if notified, or he waives all right to dispute findings.

E. Any failed work will be documented and the contractor will be notified of necessary repair (method and extent).  The owner reserves the right to require inspection of the repair work and, possibly, a second warranty inspection, dependent on degree of failure.

F. Except where noted in the Contract Documents, the contractor guarantees all material and equipment furnished and all work performed for a period of one (1) year from the date of substantial completion of the contract. This warranty will automatically be extended until the tank is ice-free and the warranty inspection can be performed.  The contractor guarantees that the system is free from defects due to faulty materials or workmanship and the contractor shall make the necessary corrections to correct these defects.  If the amount of rework exceeds ten percent (10%) of a portion of the project (i.e. interior painting), then the owner reserves the right to have the warranty period extended one (1) year for the entire portion of the work.

G. Cost for the one (1) year warranty inspection will be the responsibility of the owner.

H. Cost for a second warranty inspection will be the responsibility of the contractor.

I. The owner retains all contractual remedies.  The warranty shall not be considered an exclusive remedy.

1.19     PAYMENT/PROGRESS PAYMENT

A. Measurement of payment will be considered based on the schedule of values of the bid proposal sheet submitted to the engineer and the award of bids.
B. This schedule of values will be reviewed by the engineer prior to final award of the contract.
C. When evaluating the schedule of values, the engineer will consider that material delivered to the site has no value until properly applied.
D. The owner also may decline to make payment because of subsequently discovered evidence or subsequent observations, as may be necessary in his/her opinion to protect against loss because of: 
1. Defective work not remedied;
2. Third party claim filed or reasonable evidence indicating probable filing of such claims;
3. Failure of the contractor to make payments properly to subcontractors, or for labor, materials, or equipment;
4. Reasonable evidence that the work cannot be completed for the unpaid balance of the contract sum;
5. Damage to the owner o other contractor;
6. Reasonable evidence that the work cannot be completed within the contract time, or
7. Persistent failure to carry out the work in accordance with the Contract Documents.
E. Pay request(s) shall be made on form(s) supplied by the engineer.
F. Owner shall make progress payments on account of the contract price on the basis of contractor’s applications for payment once each month during performance of the work.  All such payments will be measured by the schedule of values, or in the case of unit price work, based on the number of units completed, on in the event there is no schedule of values, as provided in the general requirements:
1. On the exterior, surface preparation by high pressure cleaning or jetting and power tool cleaning will be considered equal to 40% of the line item work and cost and full coat of paint 15%. The remainder will be for lettering, demobilization, and clean-up.

2. Mobilization is included in the surface preparation allotment for items 1 above.

G. If the engineer determines the schedule of values is not acceptable, the engineer will use the contractor’s schedule to reallocate values.  The engineer’s reallocation interest will be to maintain a sufficient value for work completed toward the end of the project to avoid frontloading values.  The engineer will assign values high enough to bring in another contractor to finish work in case of default.  The contractor as five (5) days to appeal the reallocated schedule of values.

1.20     REGULATORY AGENCIES and BULLETIN BOARDS

A. Contractor is responsible for all permits and requirements of local, state, and federal agencies.  This includes building, electrical, labor, OSHA, etc.  The only permit not included is environmental air quality. 

B. Display all wage requirements and other permits on a temporary board.

C. Attach to the foreman’s copy of the specifications copies of other permits that do not require display.

1.21     PROJECT MEETINGS

A. Preconstruction Meetings:

1. The engineer shall schedule a preconstruction conference to be attended by owner, engineer, and contractor, prior to beginning any work, shall meet with the engineer and arrange a work schedule for the project.  Once the project has begun, the contractor shall carry it to completion without delay.

2. Attend a preconstruction meeting that may be scheduled by the owner at a mutually agreeable time after contract preconditions, and other requirements have been met.

3. A corporate officer, or someone with legal authority to obligate the company/corporation, project manager (if different from officer), and the intended foreman shall attend.  If project foreman does not attend the meeting, it shall be the contractor’s responsibility to supply the information discussed at the meeting to the field foreman.

4. The owner will be represented by the project contact person, and the engineer by the project manager, or his principal.

5. Submit all required materials prior to the preconstruction meeting.

6. All containment, personal hygiene, and lead control issues required in this contract will be reviewed.  Be prepared to commit designated “competent person(s)” to responsibilities of confined space, scaffold rigging, lead, etc.

B. Progress Meetings:

1. The engineer will schedule progress meetings to be held on the job site whenever needed to supply information necessary to prevent job interruptions, to observe the work, or to inspect completed work.  The contractor shall be represented at each progress meeting by persons with full authority to act for the contractor is regard to all portions of the work.

1.22      EFFECTIVE DATE of LAWS, REGULATIONS and STANDARDS

A. The laws and regulations in effect at the time of opening of bids, or effective date of agreement if no bids, are considered known to the contractor.  There will be no adjustment in contract price or contract time for not being “known” to the contractor.

B. Claims made for extra costs resulting from laws and regulations that become effective after the opening of bids or effective date of agreement, will be reviewed based on the exposure and publication of the law or regulation in advance.  There will be no adjustment in contract price or contract time for environmental or safety regulations, or other laws and regulations with similar public notice and public hearing/review procedures.

C. Regulations dealing with labor rates have a known expiration date.  Everyone can safely assume there will be a cost increase with each new issue.  If these rates are scheduled to expire during the contract time, then increase labor costs in bid for the expected manhours by local cost-of-living factor.  If rates increase more than cost-of-living, a Change Order will be reviewed for exact increase of new rate above the adjusting old rate.  Copy of payroll will be used to determine increase in wage only; not associated taxes, insurance, and benefits.  The contractor is responsible for requesting extra and supplying documentation establishing extra.  All consideration for an increase ends on date of substantial completion, either original or Change Order extended date.

1.23     RESPONSIBILITY of CONTRACTOR

A. Any plan or methods of accomplishing the work suggested to the contractor by the engineer or other representative of the owner, but not specified or required, shall be used at the contractor’s own risk and responsibility.  The engineer and owner assume no responsibility.

B. Contractor is responsible for security, safety, etc. on the site until all his equipment is removed, and all keys are returned.

1.24    CONTRACTOR’S CREW/FOREMAN/CREW SIZE

A. Resident superintendent shall be fluent in English to the level of competency to complete responsibilities of the contractor.  Superintendent shall also be fluent or have access to a translator for the primary language of the majority of workers.  Degree of fluency to be sufficient so that superintendent can adequately complete his duties.
B. Minimum crew size is two (2) personnel and one (1) foreman for confined space work (on tanks up to 300,000 gallons), and three (3) personnel, plus one (1) foreman over 300,000 gallons.

1.25     POWER LINES/ANTENNAS/ELECTRICAL LINES

A. If overhead power lines present an unsafe work condition as determined by OSHA, owner or utility, the contractor at his expense and coordination, shall have the utility temporarily relocate, move, or cover lines, eliminating the hazard.

B. Unless stated differently in Contract Documents, protect all antennas, controls, cables, and associated property of owner’s equipment or material on, in or near the structure during work.  Design construction procedures to maintain operation of antenna system.

C. Unless stated differently in the Contract Documents, protect all antenna controls, cables, electrical lines and controls, and associated property of private telecommunication companies from damage during work. Design construction procedures to maintain operation of telecommunication systems.

1.26     DELAY IN COMPLETION COSTS
A. Contract time is governed by out-of-service time.  The contractor is encouraged to deliver equipment to the site prior to contract start.  The site will be available up to two (2) weeks prior to agreed drainage date.

B. Contractor is also encouraged to rig the structure, complete containment installation, and complete weld repairs that do not affect the wet interior prior to draining of the tank.  The amount of work completed shall have been approved at the preconstruction conference.

C. On tank projects, date of substantial completion is the date the tank is or would have been returned to service, except for voluntary delay by owner.  Date of substantial completion is after complete cure, disinfection, and testing.

D. Abnormal weather conditions are simply defined as weather conditions that are at variance with the routine.  

      An example of the determination procedure and of the required claim format is:
Project length:  45 days

Substantial completion date:  June 30th.

Start date:  May 16th.

3 years of data* 2003, 2004, 2005

Average number of rain/wind days: 9

Actual number of rain/wind days**:  12

Claim for time extension:  3 days

*Submit weather history from nearest weather reporting station for three (3) previous years from the same time period.  Submit formal, by simple claim (use format above).

**Rain/wind day is a rain or wind day where either rain and/or wind conditions exceeded safe work conditions or were outside the parameters of good paint practices.  Wind days are winds in excess of 20 mph for over four (4) hours during normal work hours, and rain days having measureable precipitation.

E. Claim Evaluation:  Engineer will evaluate claim and make sole determination as to whether days meet criteria.  Engineer will disallow dates where work could have been completed on the interior; dates that result from the contractor’s work practices (i.e. complete wet interior first and then move to outside).  Good weather days not used will count against claim.

F. Claimed rain/wind days that extend beyond the scheduled substantial completion date or the extended substantial completion date will not be awarded.  Days past substantial completion and good weather days that were not used because of sequencing of project work by contractor will be considered “days within the control of the contractor.” 

G. On Change Orders for the extension of time because of weather conditions there will be no price increase for inspection services permitted.
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SECTION 01 50 00 

TEMPORARY CONSTRUCTION FACILITIES and UTILITIES

PART 1 - GENERAL

1.01 SUMMARY

A.  Provide and maintain temporary facilities and utilities required for construction; remove on completion of work.

1.02 QUALITY ASSURANCE

A.  Regulatory Requirements:

1.  National Fire Protection Association (NFPA):NFPA No.70-93

2. National Electrical Code (NEC) and local amendments thereto.

3. Comply with federal, state, and local codes and regulations, and utility company requirements.

PART 2 - PRODUCTS

2.01 TEMPORARY ELECTRICITY and LIGHTING

A. Supply temporary lighting sufficient to enable contractor to safely access all work areas.

B.  Electrical requirements in excess of capacity of existing electrical service shall be responsibility of contractor.

C. Provide, maintain, and remove temporary electric service facilities.

D. Facilities exposed to weather shall be weatherproof-type and electrical equipment enclosure locked to prevent access by unauthorized personnel.

E. Pay for installation of temporary service.

F. Patch affected surfaces and structures after temporary services have been removed.

G. Provide explosion proof lamps, wiring, switched, sockets, and similar equipment required for temporary lighting and small power tools.

2.02 WATER for CONSTRUCTION

A. Owner will provide water required for cleaning and other purposes.

B. Water use shall not exceed usage that might endanger the owner’s water system’s integrity.

2.03 SANITARY FACILITIES

A. Provide temporary sanitary toilet facilities conforming to state and local health and sanitation regulations, in sufficient number for use by contractor’s employees.

B. Maintain in sanitary condition and properly supply with toilet paper.

C. Remove from site before final acceptance of work.

2.04 TEMPORARY FIRE PROTECTION

A. Provide and maintain in working order a minimum of two fire extinguishers and such other fire protective equipment and devices would be reasonably effective in extinguishing fires.
2.05 DAMAGE to EXISTING PROPERTY

A. Contractor is responsible for replacing or repairing damage to existing buildings, sidewalks, roads, parking lot surfacing, and other existing assets.

B. Owner has the options of contracting for such work and having cost deducted from contract amount if the contractor is not qualified.

2.06 SECURITY

A. Security is not provided by owner.

B. Contractor shall be responsible for loss or injury to persons or property where work is involved, and shall provide security and take precautionary measures to protect contractor’s and owner’s interests.

2.07 TEMPORARY PARKING

A. Parking not allowed on project site unless designated or approved by owner.

B. Make arrangements for parking area for employees’ vehicles.

C. Costs involved in obtaining parking area shall be borne by contractor.

PART 3 - EXECUTION

3.01 GENERAL

A. Maintain and operate systems to ensure continuous service.

B. Modify and extend systems as work progress requires.

3.02 REMOVAL

A. Completely remove temporary materials and equipment when no longer required.

B. Clean and repair damage caused by temporary installation or use of temporary facilities.

C. Restore existing or permanent facilities used for temporary service to specified or original condition.

3.03 BARRIERS and ENCLOSURES

A. The contractor shall furnish, install, and maintain as long as necessary, and remove when no longer required adequate barriers, warning signs or lights at all dangerous points throughout the work for protection of property, workers, and the public.  The contractor shall hold the owner harmless from damage or claims arising out of any injury or damage that may be sustained by any person or persons as a result of the work under the contract.

SECTION 01 53 43

PROTECTION of ENVIRONMENT
PART 1 - GENERAL

1.01 SUMMARY

A. Contractor in executing work shall maintain work areas, on-and-off site, free from environmental pollution that would be in violation of federal, state, or local regulations.
1.02 PROTECTION of SEWERS

A. Take adequate measures to prevent impairment of operation of existing sewer system.  Prevent construction material, pavement, concrete, earth, or other debris from entering sewer or sewer structure.
1.03 PROTECTION of WATERWAYS

A. Observe rules and regulations of local and state agencies, and agencies of U.S. government prohibiting pollution of any lake, stream, river, or wetland by dumping of refuse, rubbish, dredge material, or debris therein.

B. Provide containment that will divert flows, including storm flows and flows created by construction activity, to prevent loss of residues and excessive silting of waterways or flooding damage to property.

C. Comply with procedures outlines in U.S. EPA manuals entitled “Guidelines for Erosion and Sedimentation Control Planning and Implementation,” Manual EPA-72-015 and “Processes, Procedures, and Methods to Control Pollution Resulting from all Construction Activity,” Manual EPA 43019-73-007.

1.04 DISPOSAL of EXCESS EXCAVATED and OTHER WASTE MATERIALS

A. Dispose waste material in accordance with federal and state codes, and local zoning ordinances.

B. Unacceptable disposal sites include, but are not limited to, sites within wetland or critical habitat, and sites where disposal will have detrimental affect on surface water or groundwater quality.

C. Make arrangements for disposal subject to submission of proof to engineer that owner(s) of proposed site(s) has valid fill permit issued by appropriate government agency and submission of haul route plan, including map of proposed route(s).

D. Provide watertight conveyance for liquid, semi-liquid, or saturated solids that tend to bleed during transport.  Liquid loss from transported materials not permitted, whether being delivered to construction site or hauled away for disposal.  Fluid materials hauled for disposal must be specifically acceptable at selected disposal site.

E. Waste generated by abrasive blast cleaning is detailed in Section 09 97 13.

1.05 PROTECTION of AIR QUALITY

A. Contain paint aerosols and V.O.C.’s by acceptable work practices.

B. Minimize air pollution by requiring use of properly operating combustion emission control devices on construction vehicles and equipment used by contractor, and encouraging shutdown of motorized equipment not actually in use.

C. Trash burning not permitted on construction site.

D. If temporary heating devices are necessary for protection of work, they shall not cause air pollution.

1.06 PROTECTION from FUEL and SOLVENTS

A. Submit plans and photos, or drawings of all containment structures, planned paint storage procedures, planned paint mixing (as it relates to possible spillage), and paint waste disposal.

B. All required material must be submitted prior to the precon meeting.  No equipment may be delivered to the site without approval of submittals.

C. The owner reserves the right to restrict equipment location.

D. Protect the ground from spills of fuel, oils, petroleum distillates, or solvents by use of containment system. 

1. Total paint, thinner, oils, and fuel delivered to and stored on-site cannot exceed supplied capacity of spill containment provided (i.e. fuel and oil to be sized to exceed possible spill).

2. Do not leave nozzle while fueling.

3. Provide a different containment unit under fuel tank and oil reservoirs for all equipment and fuel storage tanks.

4. Barrels of solvents, even for cleaning, are prohibited.  Do not deliver paint thinners in containers greater than five (5) gallons.

E. Disposal of waste fluids shall be in conformance with federal, state, and local laws and regulations.

1.07 USE of CHEMICALS

A. Chemicals used during project construction or furnished for project operation, whether herbicide, pesticide, disinfectant, polymer, reactant, or of other classification, must show approval of U.S. EPA, U.S. Department of Agriculture, state, or other applicable regulatory agency.

B. Use of such chemicals and disposal of residues shall be in conformance with manufacturer’s written instructions and applicable regulatory requirements.

1.08 NOISE CONTROL

A. Conduct operations to cause least annoyance to residents in vicinity of work, and comply with applicable local ordinances.

B. Equip compressors, hoists, and other apparatus with mechanical devices necessary to minimize noise and dust.  Equip compressors with silencers on intake lines.

C. Equip gasoline or oil-operated equipment with silencers or mufflers on intake and exhaust lines.

D. Route vehicles carrying materials over such streets as will cause least annoyance to public and do not operate on public streets between hours of 6:00 P.M. and 7:00 A.M., or on Saturdays, Sundays, or legal holidays unless approved by owner.

PART 2 - PRODUCTS



(Not Applicable)

PART 3 - EXECUTION

3.01 HAZARDOUS MATERIALS PROJECT PROCEDURES

A. Applicable Regulations:

1. RCRA, 1976 – Resource Conservation and Recovery Act:  This federal statute regulates generation, transportation, treatment, storage and disposal of hazardous wastes nationally.

2. Act 64, 1979 – Michigan’s Hazardous Waste Management Act:  This statute regulates generation, transportation, treatment, storage, and disposal of hazardous wastes.

3. Act 641 as amended 1990 – Michigan’s Solid Waste Act:  This statute regulates generation, transportation, treatment, storage and disposal of solid wastes.
B. Use the Uniform Hazardous Waste Manifest (shipping paper) to use an off-site hazardous waste disposal facility.

C. Federal, State and local laws and regulations may apply to the storage, handling and disposal of hazardous materials and wastes.  The list below includes the regulations which are most frequently encountered:

	Topic


	Agency and Telephone Number

	Small quantity hazardous waste management, including hazardous waste stored in tanks
	Hazardous Waste Division, DEQ (517) 373-2730 in Lansing, or District Office Certified County Health Department



	Disposal of heavy metals into municipal sanitary sewers
	Contact the superintendent of your wastewater treatment plant for permission



	Hazard Communication Standards (for chemical in the workplace)
	Occupational Health Division, Michigan Department of Consumer and Industrial Services (517) 373-1410



	Burning of waste oil and other discharges to the air
	Air Quality Division, DEQ (517) 322-1333 in Lansing, or District Office



	Local fire prevention regulations and codes (including chemical storage requirements)
	Local fire chief or fire marshal


D. Department of Environmental Quality

Hazardous Waste Division

Compliance Section District Offices


Kalamazoo District Office

7953 Adobe Rd.

Kalamazoo, MI 49009

(269) 567-3500

(269) 567-9440 (fax) (Remediation and Redevelopment Div. and Water Div.)

(269) 567-3555 (fax) (Air Quality Di., Env. Science and Services Div., Geol. and Land Mgmt. Div., and Waste and Haz. Materials Div.)

SECTION 09 97 13 

STEEL COATING
PART 1 – GENERAL
1.01 SECTION INCLUDES

A. Painting of steel structures.

B. Interior Cleaning and Disinfection

1.02 REFERENCES
A. AWWA Standards:
1. D102 – 06 Painting Steel Water Storage Tanks.

2. C652 – Disinfection of Water Storage Facilities

1.03 WORK INCLUDED

A. Exterior:  Three (3) coat epoxy urethane system.
1.04 EXISTING CONDITIONS

A. Exterior:  Epoxy urethane system applied in 1991 (original).
B. Wet Interior:  Epoxy system applied in 1991 (original).
C. Dry Interior:  Epoxy system applied in 1991 (original).
1.05 TANK TERMINOLOGY

A. Wet Interior:  Internal surfaces, excluding inaccessible areas, to the tank roof, shell, bottom, accessories, and appurtenances that are exposed to the stored water or its vapor.  Examples are the interior of the roof shell, bottom, and exterior of the access tube within the tank.

B. Dry Interior:  Surfaces of the finished structure, excluding inaccessible areas, that are not exposed to the elemental atmosphere or the stored water or its vapor.  Examples are the interior of the access tube, interior of the pedestal, and underside of a suspended bottom within the pedestal.  
C. Exterior:  External surfaces, excluding inaccessible areas, of the tank roof, shell, pedestal, accessories, and appurtenances that are exposed to the elemental atmosphere.
D. Sidewall:  Vertical walls of tank up to bottom round seam of roof curvature.
E. Access Tube:  Cylindrical tube extending from top of the riser to the roof through the tank.
F. Roof:  Very top of tank, including top seam of sidewall.

G. Bowl:  Area on bottom of the tank proper shaped like a bowl or cone.  It extends from the stem out to the sidewall.
H. Stem:  Center support pipe whether wet or dry.  Is concrete on this tank.
1.06 OMISSIONS or INCIDENTAL ITEMS

A. It is the intent of these specifications to coat the tank for the purpose of corrosion protection on wet interior surfaces.  It is the intent to coat the exterior for corrosion protection and aesthetics.
B. Any small or incidental items not specifically detailed in the schedule, but obviously a part of the work are included in the work at no additional cost to the owner. 
C. Engineer, as interpreter of the specifications, will determine if disputed items fall under this category.  Prevailing custom and trade practices will be considered in this determination.
1.07 PAINTER QUALIFICATIONS – NON-LEAD PROJECTS

A. Contractor shall complete all coating and surface preparation.

B. Painter shall be specialized in industrial or heavy commercial painting.

C. ALL CONTRACTORS SHALL BE PREQUALIFIED, or have successfully completed the SSPC QP1 Contractor Prequalification Program.

1.08 SUBMITTALS

A. Submit the following with your annual prequalification:

1. Occupational Safety and Health Programs and certification that all site personnel have been trained as required by law.
B. Submit the following ten (10) days prior to the preconstruction meeting:

1. 
Material Safety Data Sheets (MSDS) and Product Data Sheets:

a. Furnish from all suppliers Material Safety Data Sheets and product data sheets for all applicable materials including, but not limited to, paints, thinners, tank cleaners, degreasers, and abrasive materials.

b. Provide for employees one (1) copy of all data sheets at the job site for employee access.

c. Provide two (2) copies to the owner.  

d. Provide two (2) copies to the engineer.

e. No work may commence without the complete filing.  All MSDS shall conform to requirements of SARA Right-to-Know Act.

2. Fall Prevention Plan and Site Specific Fall Hazard Evaluation:

a. Site specific plan to contain a generic drawing of the existing structure and appurtenances of this tank and reflect safety changes specified for this project.

b. Certifications for all spiders, scaffolding, stages, etc. to be used on the project.  All certifications to be current, less than one year old.
C. Submit the following at the preconstruction meeting:

1. Designated OSHA Competent Person and qualifications, if not previously submitted.

D. Submit the following within two (2) weeks of completion with final pay request:
1. Waivers of lien.

2. Copies of any formal worker safety or environmental citations received on the project.

1.09 OWNER RESPONSIBILITY

A. Drain the tank with seven (7) days notice, after contractor meets all precedent conditions of the contract.

B. Draw samples and test after chlorination; responsibility of good results remains with the contractor.  Poor test results could result in added costs to contractor, including rechlorination, cost of water, plus possible liquidated damages.

1.010 WARRANTY

A. Approximately one (1) year from the date of completion, the tank will be inspected by the owner and/or his representative.

B. The inspection will be performed in accordance with the applicable portions of AWWA D-102-06 Standard for Painting Steel Water Storage Tanks and industry standards.

C. The owner will establish a date of inspection and shall notify the contractor ten (10) days in advance.  The contractor’s attendance will not be required.

D. Failure to schedule this inspection within thirteen (13) months after completion of the painting will be considered a waiver of this inspection.

E. Any failed work will be documented and the contractor will be notified of necessary repair (method and extent).  The owner reserves the right to require inspection of the repair work and possibly a second warranty inspection, dependent on degree of failure.

F. Cost for one (1) year warranty inspection will be the responsibility of the owner.

G. Cost for a second warranty inspection will be the responsibility of the contractor.

1.011 DELIVERY and STORAGE of MATERIAL

A. Submit manufacturer’s invoice, with or without paint cost, to the engineer for review.  This submittal will be used to identify the quantity of paint recommended by the manufacturer for a job of this size and design, and will be used to check the quantity actually delivered to the project.

B. Cover bulk materials subject to deterioration because of dampness, weather, or contamination, and protect while in storage.

C. Maintain materials in original, sealed containers, unopened and with labels plainly indicating the manufacturer’s name, brand, type, grade of material, and batch numbers.

D. Remove from the work site containers that are broken, opened, water marked, and/or contain caked, lumpy, or otherwise damaged materials.  They are unacceptable.

E. Store the material in a climate controlled designated area where the temperature will not exceed the manufacturer’s storage recommendations.  Heat the storage area to the manufacturer’s recommended minimum mixing temperature.

F. Keep equipment stored outdoors from contact with the ground, away from areas subject to flooding, and covered with weatherproof plastic sheeting or tarpaulins.

G. Store all painting materials in a location outside the tank.

H. Do not store or have on-site unapproved material, material from different manufacturers, or materials from different projects.

1.012 ACCESS and INSPECTOR SAFETY

A. Provide access to all portions of the project where work is being completed.  Access must be close enough and secure enough to allow inspector to use inspection equipment without extensions.

B. Provide personnel to assist with access and to ensure contractor’s access equipment is safely used.

C. Provide separate fall protection for owner and inspectors.  Limit fall to 5 ft. vertically.

D. These specifications require the contractor to supply a separate fall protection cable and grab for each tie-off point for the inspector’s use.  The contractor is encouraged to provide a separate cable and tie-off for each of his personnel.  The cables may be connected to the same tie-off point as the inspector’s, but a separate cable and grab are required for each user.

1.013 INSPECTION and TESTING

A. Prior to the scheduled inspection, remove all dust, spent abrasive, and foreign material from the surface to be coated.

B. Furnish an instrument for measuring the wet film thickness, and also dry film thickness of each field coat of paint.  The dry film thickness testing gauge shall be the magnetic type as manufactured by Elcometer Co., or the Nordson Gauge Co.; spring loaded model with two percent (2%) accuracy margin over a range of one-to-twenty-one (1-21) mils or equal.

C. Certify to the owner that the specified paint has been applied at the paint manufacturer’s recommended coverage, and to the specified thickness required.  Also, certify that the paint has been applied in accordance with this contract.

D. Take all necessary steps, including dry striping by brush or roller, to ensure a holiday-free coating system.

E. The owner reserves the right to perform low voltage holiday tests on the exterior coatings.  The interior coatings are subject to low voltage holiday testing.

F. The owner and engineer reserve the right to perform destructive testing under conditions deemed necessary.  Testing may include, but is not limited to, the Tooke thickness test and adhesion testing.  Any damage caused by these tests will be corrected to specifications at the contractor’s expense.

1.014 CLIMATIC CONDITIONS

A. Do not apply paint when the temperature, as measured in the shade, is below the manufacturer’s required ambient and surface temperatures.

B. Do not apply paint (interior or exterior) to wet or damp surfaces, or during rain, snow, or fog.

C. Do not apply paint when it is expected the relative humidity will exceed 85%, or the surface temperature is less than 5º above dew point, or the air temperature will drop below the manufacturer’s requirements for proper cure.  Anticipate dew or moisture condensation, and if such conditions are prevalent, delay painting until the owner is satisfied the surfaces are dry.

1.015 APPLICATION

A. Complete all painting and surface preparation in strict accordance with these specifications, approved paint manufacturer’s specifications, and good painting practices per SSPC.

B. Apply each coating at the rate and in the manner specified by the manufacturer.  Check the wet film thickness every 20 sq. ft. to ensure each coat applied meets the dry film thickness range requirements.

C. Allow sufficient time for each coat of paint to dry and cure.  Allow a minimum of twenty-four (24) hours between coats.

D. Apply exterior coating by brush and roller only.  Spray application is not permitted without prior approval of the engineer.  Even with prior approval, responsibility for damage still remains with the contractor.

E. Painting may be delayed because of poor coverage, the possibility of paint drying too rapidly, or the potential damage from overspray and/or dry spray resulting from wind.  In all cases, responsibility for damages rests with the contractor.

F. The contractor is responsible for the appearance of the finished project, and is warned to prevent contact with any freshly applied coating.  Removal of rigging shall be completed so not to mar or damage the coating.

G. Coatings shall be applied using methods to eliminate roller or spray marks in the finished product on the exterior.

H. Additional coats required for coverage or to eliminate roller or spray marks are the responsibility of the contractor at no additional cost to the owner.

I. Use of pole extension on spray guns is prohibited for exterior and interior application.

J. Mixing of partial kits is not permitted.  All partial cans of coating must be removed from the site.

K. Mixing blades to be clean.  The engineer has the right to reject mixing blades based on cleanliness or paint build-up.  Do not use the same mixing blade for different coatings (i.e. epoxy and urethane coatings).

PART 2 – PRODUCTS

2.01 COLOR
A. Supply the engineer with a color chart to allow the owner ample time for the exterior color selection.  

B. Factory tint the intermediate coat(s) for all areas of the structure if similar to the finish coat.  Tinting shall be sufficient to allow visibility of the dissimilar color from 1 ft., and from 100 ft.

C. After evaluating the bids, the owner shall select the color.  The owner recognizes the additional cost for deep color paints.  All bids shall be based on common “white” color for the side walls and top of the tank and a darker color for the bowel.  

D. Documentation of additional cost is the responsibility of the contractor, and must be supplied two (2) weeks before application.  If necessary documentation is not supplied, any additional cost will be borne by the contractor.  If selection/application time is less than two (2) weeks, then as soon as possible.  The owner has the right to switch to a less expensive color; therefore, the contractor must submit cost before ordering paint.  

2.02 SUBSTITUTIONS

A. All coatings specified and approved herein have met or exceeded a specified list of ASTM standards.  The materials specified are the standard to which all others shall be compared.

B. The purpose is to establish a standard of design and quality, and not to limit competition.  
C. Other manufacturers wishing to have their products approved have also had their coatings tested using the same representative of Dixon Engineering, Inc., and the same test methods.  
D. Approval by ANSI/NSF Standard 61 is also a requirement for potable water contact coatings.

E. The selection of coatings also has taken into consideration the manufacturer’s current and past performance on availability, stocking, and shipping capabilities, ability to resolve disputes, and any applicable warranties.

2.03 GROUND TARPS 

A. Use impermeable ground tarps, 20 mils thick.

B. Use ground tarps able to withstand the anticipated construction traffic without tearing or separating.

2.04 EQUIPMENT COVERING

A. Use material that is 8 – 10 mils thick, and 100% impermeable to cover pumps, motors, and other vulnerable equipment.

B. Use material resistant to tear and/or rip by mechanical action from abrasive blasting during blasting operations.

C. Make coverings airtight by use of duct tape at the openings, or other suitable measures.

D. Meet with representative of equipment owner to verify covering will not damage equipment.  Damage is the contractor’s responsibility.  This includes not only the owner’s equipment, but also telecommunication antennas, cables, buildings, controls, etc.

PART 3 – EXECUTION

3.01 DISINFECTION

A. Disinfect the completely painted structure in accordance with AWWA Standard C652 Chlorination Method No. 3.

B. Furnish the material and labor necessary to disinfect the structure in the required manner.  Assist owner during filling and sampling.  Promptly repair any defects in the work that may appear.

C. Do not allow water to enter the distribution system until the structure is proven chemically and bacteriologically safe.

D. Water vented to waste may not contain any substances in concentrations that can adversely affect the natural environment.  No total residual chlorine may be measured in water discharged to surface water.

E. Pay all additional expenses if it is necessary to repeat the testing and disinfection procedure as a result of defective work or defective testing.

3.02 PROTECTION of NON-WORK AREAS

A. Protect all non-painted surfaces prior to all painting.  

B. Protect and seal all controls (even if they are not in the immediate work area) that are in danger from the project.  Work with the owner so all controls are shutdown and vented if necessary.

3.03 ANTENNA SYSTEM PROTECTION

A. Twelve (12) antennas are mounted on the roof.

B. Use material that is 100% impermeable to cover and protect all antennas, antenna cables, and antenna controls/buildings.

C. Use material resistant to tear by mechanical action from abrasive blasting, power washing and coating application.

D. Payment for damage to antennas, antenna cables, and/or antenna controls/buildings is the responsibility of the contractor.

E. Contact the owner of each set of antennas one (1) week prior to the beginning of construction.  Name of antenna companies will be available at the precon meeting.

F. Antennas will remain in service during the project.  The contractor is responsible for their own RF safety.  Contractor to provide a minimum of one RF monitor for employees on site for the duration of the project.

3.04 HAND WASH FACILITY

A. Provide OSHA approved hand wash facility with running water.  Hot water is not required.

B. Stock facility with soap and towels, and keep supply replenished.

C. Test water and dispose of properly after job is completed.

PART 4 – SPECIAL PROVISIONS

4.01 SCHEDULING
A. Complete all welding and any other work that damages the coating before paint operations begin, including surface preparation.  The exception is paint removal in the weld area.

B. If contractor wants a variance in this schedule, request the change and give reason in writing to the project manager.  The project manager will reply with a written Field Order if change is approved.  Engineer reserves the right to put further restrictions in Field Order.  If contractor objects to restrictions, he may revert to the original specifications.

4.02 GRASS RESTORATION
A. The contractor is to report any damaged ground at the construction site in writing prior to mobilization of equipment, otherwise all repairs to the damaged ground will be the responsibility of the contractor.

B. Refill all holes, ruts etc and level area around the construction site to the original grade.

C. Fill material to be clean soil, no gravel, rocks or construction debris is to be used as fill material without the owners consent.

D. Bring soil to a friable condition by disking, harrowing, or otherwise loosening and mixing to a depth of 3 in. – 4 in.  Thoroughly break all lumps and clods.

E. Rake area to be seeded.  Sow seed at a minimum rate of 220 lbs/acre.  Use seed intended for the climate.

F. Work to be completed to the owner’s satisfaction.

G. Cost is incidental to exterior overcoating.
SECTION 09 97 13.10

STEEL COATING SURFACE PREPARATION
PART 1 – GENERAL

1.01 SECTION INCLUDES
A. Power Tool Cleaning.

B. High Pressure Water Cleaning/High Pressure Water Jetting.

1.02 REFERENCES

A. AWWA Standards:
1. D102-06 Painting Steel Water Storage Tanks.
B. SSPC and NACE Standards:
1. SP11 – Power Tool Cleaning to Bare Metal.

2. SP12/NACE No. 5 – High and Ultra High Pressure Water Jetting.

3. VIS 3 (Visual standard for hand and power tool cleaned metal).

1.03 WORK INCLUDED – SURFACE PREPARATION

A. Exterior:  High pressure water clean (5,000-10,000 psi), spot power tool clean to a SSPC-SP11 standard.
PART 2 – PRODUCTS

2.01 EXTERIOR TANK CLEANER

A. United 727 Weather-Zyme as manufactured by United Laboratories, 320 37th Ave., St. Charles, IL 60174 1-800-323-2594.

PART 3 – EXECUTION

3.01 POWER TOOL CLEAN (SSPC-SP11) - EXTERIOR

A. Solvent clean all visible grease, oil, salts, and residue.

B. Power tool clean all surfaces and appurtenances to bare metal (SP11) in areas where steel is exposed or rusted, or where coating is abraded.

C. Retain or produce a surface profile.  Surface profile shall be greater than 1.0 mil.

D. Edges of adjacent coating shall be feathered a minimum of 3 in. from the exposed steel with 3M Scotch-Brite Clean’n Strip discs.

E. Submit all power tools for approval prior to beginning of work.  Approval will be based on quality of tool, functionality, and possibility of damage to steel or adjacent paint.

3.02 HIGH PRESSURE WATER CLEANING - EXTERIOR

A. Solvent clean all visible grease, oil, salt, algae, and residue in accordance with SSPC-SP1.
B. High pressure water clean all exterior surfaces and appurtenances at 5,000 – 10,000 psi to remove all dirt, chalk, algae, other foreign material, and all brittle or loose coating, rust, and mill scale.  Operational pressure will be determined by the engineer based on field conditions.
C. Maintain a water jet nozzle distance of 2 in. – 10 in. away from the surface.
D. Hold the water jet nozzle with 0º - 15º top perpendicular (90º) to the surface at all times.
E. Only use machines rated at and capable of achieving and maintaining 5,000 – 10,000 psi.  Use of a rotating/reciprocating nozzle during water cleaning is permitted but not to increase the pressure of a washer rated lower than required.
F. Do NOT exceed a rate of 10 sq. ft./minute.
G. Feather all edges using power tools per this specification.
SECTION 09 97 13.24.01

EXTERIOR STEEL COATING – THREE COAT EPOXY URETHANE OVERCOAT
PART 1 – GENERAL
1.01 SECTION INCLUDES
A. Painting on the exterior.
1.02 REFERENCES

A. SSPC and NACE Standards:
1. PA1 – Paint Application.

2. NACE RP 0178 Surface Finish Requirements.

1.03 WORK INCLUDED

A. Application of a three (3) coat epoxy urethane system.

PART 2 – PRODUCTS
2.01 EPOXY URETHANE – 3 COAT OVERCOAT SYSTEM – EXTERIOR

A. The coating shall be an epoxy urethane system.
B. The contractor is advised to follow all requirements for safety concerning isocyanates.

C. Ultraviolet protection additives mixed at factory only.  There will be no tinting or addition of any material other than the manufacturer’s thinners.

D. Approved suppliers and systems:  

Manufacturer

System
Tnemec

 66 (spot)/66/1074/1074UV

Induron

PE-70 (spot)/PE-70/I-6600/I-6600

Sherwin Williams
646PW(spot)/646PW/HP Acrylic Polyurethane B65 Series/




HP Acrylic Polyurethane B65 Series
PART 3 – EXECUTION
3.01 EPOXY URETHANE – 3 COAT OVERCOAT SYSTEM – EXTERIOR

A. Apply to all prepared surfaces and appurtenances a three (3) coat epoxy urethane system.

B. Surface preparation and paint requirements have been previously defined in Section 09 97 13.10.  Apply all coatings by brush and roller.  Spray application is prohibited.

C. Apply each coat at the following rates:
Coat




Minimum
Maximum






D.F.T

D.F.T.
Primer (spot)



2.0

3.0

Intermediate 1



2.0

3.0

Intermediate 2



2.0

3.0

Topcoat



2.0

3.0
Total




8.0

12.0

D. Each full coat to be a different color from the previous coat and is to be approved by the engineer.  No color bleed-through should occur if proper application rates are observed.

E. Apply all coats in uniform color and sheen without streaks, laps, runs, sags, cloudy, or missed areas.  Correct all defects before application of the successive coat.

F. Allow a minimum of twenty-four (24) hours between coats (including stripe coat).  Additional time may be necessary if low temperatures require an increase in the necessary cure time.

3.02 LETTERING

A. Paint the name “Portage” in two (2) locations on the tank.

B. Paint the lettering the same size and style as the existing lettering, and place the lettering in the same locations.  Verify size and document locations for application purposes.

C. Approved Fluorourethane coating system. 

Manufacturer

System

Tnemec

700

Induron

Perma-Gloss

Sherwin Williams
FluoroKem B65-550

D. Apply lettering coating at 2.0 - 3.0 mils.

E. Payment is incidental to exterior repainting.

3.03 SCHEDULE of WORK
A. Complete all exterior welding prior to surface preparation.
DRAFT CONTRACT AGREEMENT

Following is a “draft copy” of the contract that will be executed by the City and the Firm for the completion of this project.

CITY OF PORTAGE

CONTRACT
THIS CONTRACT made the __________ day of ___________________, 2012, by and between 









, hereinafter called the “Contractor,” and the City of Portage, 7900 South Westnedge Avenue, Portage, Michigan  49002, hereinafter called the “City.”

WITNESSETH, THAT the Contractor and the City for the consideration stated herein agree as follows:

ARTICLE I - SCOPE OF WORK

The Contractor shall perform everything to be performed and shall provide and furnish all of the labor, materials, necessary tools, expendable equipment, and all utility and transportation services required to perform and complete in a workmanlike manner all the work required for the PineView Water Tower Interior Recoating all in strict accordance with the Plans and Specifications, including any and all addenda, which plans and specifications are made a part of this contract, and in strict compliance with the Contractor’s proposal and other contract documents herein mentioned which are a part of this contract; and the Contractor shall do everything required by this contract and the  other documents constituting a part hereof.

ARTICLE II - COMPENSATION TO BE PAID TO THE CONTRACTOR

In consideration of the completion of the work described herein and in fulfillment of all stipulations of this contract to the satisfaction and acceptance of the City, the City shall pay and the said Contractor further agrees to receive and accept payment based on the prices bid per unit for material and labor as set forth in the conformed copy of the Contractor’s proposal (or bid) as filed with the City on the _____ day of _______, 2012, the sum of which shall be, 

 










$


                   (amount in words)                                                                                    (in figures)

as full compensation for furnishing all the equipment and materials, and for the costs of all premiums on insurance and bonds and for doing all the work contemplated and specified in this contract; also for all loss or damage arising out of the nature of the work aforesaid, or from the action of the elements, or from any unforeseen obstructions or difficulties which may be encountered in the prosecution of the same; and for all risks of every description connected with the work; and for well and faithfully completing the work and the whole thereof, in full compliance with the Plans and Specifications and the requirements under them.  Payments are to be made to the Contractor in accordance with and subject to the provisions embodied in the contract documents hereto attached.

Contract
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ARTICLE III - COMPONENT PARTS OF THIS CONTRACT

This contract consists of the following component parts, all of which are as fully a part of this contract as if herein set out verbatim, or, if not attached, as if hereto attached.

1. Contract (this document)

2. Contractor’s Proposal (or bid)

3. City of Portage Contract Conditions and Specifications

4. Notice to Bidders

5. Instructions to Bidders
6. Project Summary
7. Revisions to General Conditions
8. Technical Specifications
In the event that any provision in any of the above component parts of this contract conflicts with any provision in any other of the component parts, the provision in the component part first enumerated above shall govern over any other component part which follows it numerically, except as may be otherwise specifically stated.

IN WITNESS WHEREOF, the parties have caused this instrument to be executed in four original counterparts the day and year first above written.

(SEAL)                                                     

CONTRACTOR

Attest:














By:















      Signature

Print name and Title




Print Name and Title

(SEAL)





CITY OF PORTAGE

Attest:







By:















Maurice S. Evans, City Manager
Approved as to Form:

Randall L. Brown, Portage City Attorney

INSTRUCTIONS FOR EXECUTING CONTRACT WITH CITY OF PORTAGE

A. If the contractor is a corporation, the following certificate must be executed:

I,___________________________________________, certify that I am the Secretary of 
                                                 print or type name
the corporate entity named as Contractor in the contract and that such corporate entity is a corporation in good standing in the State of ____________________________ and has authority 
                                                                                                               print or type name of state
to transact business in the State of Michigan.  I certify that the contract between the City of Portage and _________________________________, Inc. was validly executed on behalf of the
                        print or type name of corporation
corporation by _____________________ who was then the______________________________
                                                             print or type name                                                                         print or type name of title
of said corporation and has the authority to bind the corporation to the contractual agreements pursuant to the authority of its governing body and by-laws and is within the scope of its corporate powers.









.









Print or type name of corporation
Dated:_____________________, 20_____
By:_______________________________________







Its:_______________________________________

B. If contractor is an LLC, the following certificate must be executed:

I, ________________________________________, certify that I am a member of the
                                                          print or type name
Limited liability company named as Contractor in the contract and that such LLC is in good standing in the State of ________________________________ and that the LLC has the 
                                                                    print or type name of state
authority to transact business in the State of Michigan.  I certify that the contract between the City of Portage and ________________________________ LLC was validly executed on behalf
                                                                      print or type name of LLC
of the LLC by ________________________________________ who was then a member of said
                                                                                  print or type name
LLC and has the authority to bind the LLC to contractual agreements and that such contract is within the scope of its powers.






Print or type name of LLC
Dated:_____________________, 20_____
By:_______________________________________







Its:_______________________________________

C. If the contractor is a sole proprietorship/partnership, the following certificate must be executed:

I, _____________________________________________, certify that I am the 
                                                                 print or type name
owner/partner of the company named as Contractor in the contract and that I have the authority to bind ___________________________________________________________, to contractual
                                                                       print or type name of business (insert d/b/a if one exists)
agreements.






Print or type name of company/DBA
Dated:______________________, 20_____
By:_______________________________________







Its:_______________________________________

Notes to Certificate:

1. The full name and business address of the Contractor must be inserted in the contract and the contract must be signed with his/her official signature.  The name of the signing party or parties are to be typewritten or printed under all signatures of the contract.


2. If the contract is signed by the secretary of the corporation, the above certificate must be executed by some other officer of the corporation, under the corporate seal.  In lieu of the foregoing certificate, there may be attached to the contract copies of so much of the records of the corporation and will show the official character and authority of the officers signing, duly certified by the secretary or assistant secretary under the corporate seal to be true copies.


3. If the Contractor is operating as a partnership, each partner must sign the contract, or if not signed by each partner, there must be attached to the contract a duly authenticated power of attorney evidencing the signer’s (signers’) authority to sign such contract and on behalf of the partnership.


4. If the Contractor is an individual, the trade name (if the Contractor is operating under a trade name) must be indicated in the contract and the contract must be signed by such individual.  If signed by someone other than the Contractor, there must be attached to the contract a duly authenticated power of attorney evidencing the signer’s authority to execute such contract for and in behalf of the Contractor.


5. If an LLC, the contract must be signed by a member of the LLC.  If signed by someone other than the member, there must be attached to the contract the duly authenticated power of attorney evidencing the signer’s authority to execute such contract for and on behalf of the contractor.

CITY OF PORTAGE

LABOR AND MATERIAL BOND


KNOW ALL MEN BY THESE PRESENTS, that we, ___________________________, hereinafter called the Principal, and ___________________________, hereinafter called the Surety, are held and firmly bound unto CITY OF PORTAGE, 7900 South Westnedge Avenue, Portage, Michigan  49002, in the sum of _____________________________________ Dollars ($_________) lawful money of the United States of America, to the Payment whereof, well and truly to be made, we bind ourselves, our heirs, executors, administrators, successors, and assigns, jointly and severally, firmly by these presents.


Sealed with our seals and dated this _______ day of ________________, ________.


WHEREAS, the above named Principal has entered into a certain contract with the CITY OF PORTAGE dated the ______ day of _________________, ______ (hereinafter called the “Contract”) for _________________________ (name of project), which contract and specifications for said work shall be deemed a part hereof as fully if set out herein.


AND WHEREAS, this bond given in compliance with and subject to the provisions of Act No. 213 of the Public Acts of Michigan, for the year 1963.


NOW, THEREFORE, the condition of this obligation is such that if payment shall be made by the Principal to any Subcontractor or by him or any Subcontracts as the same may become due and payable of all indebtedness which may arise from him to a Subcontractor or a party performing labor or furnishing materials or supplies, or any Subcontractor to any person, firm, or corporation on account of any labor performed or materials or supplies furnished in the performance of said contract, then this obligation shall be void, otherwise the same shall be in full force and effect.


AND PROVIDED, that any alterations which may be made in the terms of said contract, or in the work to be done under it, or the giving by the party of the first part to said contract any extension of time for the performance of said contract or any other forbearance on the part
Labor and Material Bond
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of either party to the other, shall not in any way release the Principal and the Surety or either of them, their heirs, executors, administrators, successors or assigns from any liability hereunder, notice to the Surety of any such alterations, extensions of time or of any forbearance being hereby waived.


IN WITNESS THEREOF, the parties thereto have caused this instrument to be executed by their respective authorized officers this ______ day of ______________, _____.

Signed, sealed, and delivered in

PRINCIPAL:
the presence of:

___________________________________
_____________________________________

___________________________________
Its:___________________________________








SURETY:

___________________________________
______________________________________

___________________________________
______________________________________

PERFORMANCE BOND
KNOW ALL MEN BY THESE PRESENTS, THAT ____________________________ Contractors, as principal and _____________________________________________________, as surety, are held and firmly bound unto the_________________________________________

in the sum of ___________________________________________________________________

Dollars ($____________________) to be paid to the City for which payment well and truly to be made we, jointly and severally bind ourselves, our heirs, executors, administrators, and assigns firmly by the presents.

THE CONDITIONS OF THE ABOVE OBLIGATIONS ARE SUCH THAT, WHEREAS, the said 

______________________________did, on the ________ day of _______________, 20______ 

enter into contract with the City for the______________________________________________.

NOW, THEREFORE, if said Contractor shall save and hold harmless the said CITY from all public liability and damages of every description in connection therewith, shall well and faithfully in all things fulfill the said contract according to all the conditions and stipulations therein contained in all respects, and shall save and hold harmless the said CITY from and against all liens and claims of every description in connection therewith, then this obligation shall be void and of no effect; but otherwise it shall remain in full force and virtue, and, in the event that said CITY shall extend the time for completion of said work or otherwise modify elements of the contract in accordance with provisions thereof, such extension of item or modification of the contract shall not in any way release the sureties of this bond.

WITNESS our hands and seal this ________ day of _____________________________, 20___.

WITNESSES:

_____________________________________     _________________________________(Seal)







       Principal

_____________________________________     _________________________________(Seal)







       Surety

MAINTENANCE AND GUARANTEE BOND


KNOW ALL MEN BY THESE PRESENTS, that _____________________________

________________________________________________, Contractor, as principal and

_________________________________________________, as surety are held and firmly bound unto the City of Portage, Michigan, 7900 South Westnedge Avenue, Portage, Michigan 49002, hereinafter known as the City, in the sum of ____________________________________

___________________Dollars ($____________________) to be paid to said City, its legal representatives and assigns, for which payment well and truly be made, we bind ourselves, our heirs, executors, administrators, successors and assigns, and each and every one of them jointly, firmly by these presents.


Sealed with our seals and dated this ________ day of ____________________, 20___.


WHEREAS, the above named Principal has entered into a certain contract with the City of Portage, Michigan, dated this ________ day of ________________________________, 20____ wherein the said principal covenanted and agreed as follows, to wit:

_____________________________________________________________________________

_____________________________________________________________________________


NOW, THEREFORE, THE CONDITION OF THIS OBLIGATION IS SUCH, that by and under said contract, the above named principal has agreed with the City that for a period of two (2) years from the date of payment of Final Estimate, to keep in good order and repair any defect in all the work done under said contract wither by the principal or his subcontractors, or his material supplies, that may develop during said period due to improper materials, defective equipment, workmanship or arrangements, and any other work affected in making good such imperfections, shall also be made good all without the consent or approval of the principal after the final acceptance of the work, and that whenever directed to do so by the City, by notice served in writing, either personally or by mail, on the principal at _____________________________________________________________________

_______________________________or_____________________________________________

_____________________________ legal representatives, or successors, or on the surety at

______________________________________________________________________________

Maintenance and Guarantee Bond
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WILL PROCEED at once to make such repairs as directed by said City and in case of failure to do so within one week from the date of service of such notice, or within reasonable time not less than one week, as shall be fixed in said notice, then the said City shall have the right to purchase such materials and employ such labor and equipment as may be necessary for the purpose, and to and receive same, from said principal or surety.
If any repair is necessary to be made at once to protect life and property, then and in that case, the said City may take immediate steps to repair or barricade such defects without notice to the Contractor.  In such accounting the said City shall not be held to obtain the lowest figures for the doing of the work, or any part thereof, but all sums actual paid therefore shall be charged to the principal surety.  In this connection the judgment of the said City is Final and conclusive.  If the said principal for a period of two (2) years from the date of payment of Final Estimated, shall keep said work so constructed under said contract in good order and repair, excepting only such part or parts of said work which may have been disturbed without the consent or approval of said principal after the final acceptance of the same, and shall whenever notice is given as hereinbefore specified, at once proceed to make repair as in said notice directed, or shall reimburse the City for any expense incurred by making such repairs, should the principal or surety fail to do as hereinbefore specified, and shall fully indemnify, defend and save harmless the said City from all suits and actions for damages of every name and description brought or claimed against it for or on account of any injury or damage to person or property received or sustained by any party or parties, by or from any of the acts or omissions or through negligence of said principal, servants, agents, or employees in the prosecution of the work included in said contract, and from any and all claims arising under the Worker’s Compensation Act, so-called, of the State of Michigan, then the above obligation shall be void, otherwise too remain in full force and effect.


IN WITNESS THEREOF, the parties hereto have caused this instrument to be executed by their respective authorized officers this _______ day of ________________________, 20____.

Signed, sealed, and Delivered 

in the Presence of:

______________________________     _________________________________(Seal)






     Principal

______________________________     _________________________________(Seal)






     Surety  
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